
TECHNICAL
DATA

APPLICATIONS ProMax® is intended to be injected into poultry & livestock water lines between flocks 
or herds to effectively treat clogs formed by slime, crust, and hard water deposits. 
ProMax® can be used in various treatment programs to sustain water lines leading to 
decreased mortality, increased water consumption, and improved feed conversion.

DIRECTIONS FOR USE Typical treatment rates are 1-2 oz per gallon water, but the product can be used between 0.5-
4.0 oz per gallon depending on soil load and scale buildup. ProMax® can be used in water 
temperatures ranging from ambient to 120°F. For best effect, hold product in water lines for up 
to 12 hours and then flush to remove foreign material.

PACKAGING This product is available 2.5, 5, and 55-gallon drums 
Larger sizes available on request.

All information and statements contained herein are believed to be accurate at the time of publication, but Enviro Tech Chemical Services, Inc. makes no warranty with respect thereto, including but 
not limited to any results to be obtained or the infringement of any proprietary rights. Use or application of such information or statements is at user’s sole discretion, without any liability on the part 
of Enviro Tech. Nothing herein shall be construed as a license of or recommendation for use which infringes upon any proprietary rights. Use of this product shall be the sole responsibility of user, and 
Enviro Tech shall not be liable in any way for said use, other than reimbursement for the actual cost of product.

PROPERTIES ProMax® is a premium fast-acting water line cleaner that removes scale and other 
architecture that supports the formation of biofilm in poultry and livestock drinking 
water systems. The product is formulated to remove and prevent carbonate-based 
scale, metals, mineral deposits and slime formation. ProMax is a novel product that 
utilizes multiple modes-of-action to bind, remove, and prevent soil, scale, and slime 
buildup in poultry & livestock water lines.

PHYSICAL 
PROPERTIES

Color 	 Colorless, clear liquid

Scent 	 Odorless

Density (20 °C) 	 1.22 g/mL (10.16 lbs/gal)

pH (1%) 	 <2

Solubility in water 	 100%

Biodegradability 	 100%
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IMPORTANT Read and understand label and Safety Data Sheet (SDS) for complete listing of hazards, 
precautions, first aid statements, and storage and handling information. SDS are available 
from the distributor of this product. 24-Hour Emergency Response Line 1-800-255-3924.


